
Specification

Model

YES YES --
HD Video Playback --
HD Video Output Resolution Up to 720p/1080i (Upscaling) Up to 720p/1080i (True High-Definition Decoding)
Audio WMA9 Pro -- YES
Media Processor Sigma Designs EM8550 Sigma Designs EM8620L
CPU / System Board

Video DA Converter
Audio DA Converter
USB Interface on front USB 1.1 USB 2.0 / 1.1
Wireless 802.11b/g (integrated)
AV Output
Video Output

SCART  Connector --
Video Output Signal

Audio Output RCA x 2 Stereo RCA x 6 Surround 5.1

Audio Output Signal

Media Format
Video Format

Image Format
Disc Format

TV System NTSC / PAL compatible
Resolutions
Video Resolution
Multiple DVI Resolution 480p, 720p, 1080i, 640*480, 800*600, 1024*768, 852*480 (Plasma)  (p-progressive, i-interleaved)
Multiple Component Resolution 480i, 480p, 720p, 1080i (60Hz);   576i, 576p, 720p, 1080i (50Hz);
Picture Resolution
Connectivity
Network Connection
Network Interface (10BASE-T) IEEE 802.3, (10BASE-TX) IEEE 802.3u , IEEE802.11g / IEEE802.11b
Network Protocol TCP/IP
LAN Connector RJ-45 8 pin  10Mpbs / 100Mbps (auto sensing)

version 1.0
Windows Media Connect (WMC) YES
USB Interface
USB device Classification Mass Storage Classification – Fat16, Fat32,  SCSI transparent command set
USB device

Media Server Software Platform and Updates
PC Windows Media Server Software
Mac Media Server Software
Linux Media Server Software
Network Attached Storage (NAS)
Firmware and Software Update Periodic Updates are available for online  download by registered users
Basic Specifications
Power Supply AC 100V – 240V   50 / 60 Hz   15W
Size 430 * 290 * 45mm (L*W*H) 430 * 290 * 45mm (L*W*H) 320 * 255 * 38mm (L*W*H)
* note 1 : Applies to products shipped from factory after 1-Mar 2005 V 1.0.6
* note 2 : WPA, WPA2 recommend to use external wireless bridge

SnaZio* Net cinemA
Net DVD cinemA

SZ1300
Net DVD cinemA HD

SZ1350
Net cinemA HD

SZ1310

DVD / VCD / Mpeg-4 Disc Playback 
VC-1(WMV9 MP@HL), MPEG-2 MP@HL (720p/1080i), DivX HD

150MHz 32bit RISC Processor / 8KB 
I-Cache / 8KB D-Cache / 16MB Data 

Memory / 4MB Flash

166MHz 32bit RISC Processor /  8KB I-Cache / 8KB D-Cache / 64MB Data 
Memory / 4MB Flash

10 bit / upto 80MHz pixel clock 12 bit / upto 148.5MHz pixel clock
24 bit / 96 Khz 24 bit / 192 Khz (5.1 Analog RCA Ouput)

802.11b/g (optional PC card) (* note 1)

Composite Video(RCA), S-Video(Y/C), Component Video(Y Pb Pr),  Digital Video Interface-Integrated (DVI-I), VGA 
(via optional adaptor). Support Progressive Scan

Video S/N ratio: 65db
Composite Video - 1.0Vpp (75Ω) ,  S-Video: Y : 1Vpp (75Ω) - C: 0.3Vpp (75Ω)

Coaxial SPDIF Digital Output, Optical SPDIF Digital Output

Audio S/N ratio: >90db, Degree of distortion: < 0.01%   
Audio Stereo Output : 2Vpp , Audio Out 2.1CH: 0.5Vpp                                                                                        

MPEG-1, MPEG-2, MPEG-4, DivX, Xvid, RMP4
Audio Format
Audio Digital / Surround Format

MPEG-1 Layer 1 / 2 / 3 (MP3), OGG vorbis, AC3,  MPEG-4 AAC (Low complexity, 5.1 channel), WMA9, PCM
THX. DTS, Dolby Digital, WMA9 Pro,  AC3 and Linear PCM at 16/20/24 bit with 44.1/48/96 KHz digital bit stream  to 
SPDIF Coaxial and Optical output

JPG, BMP, PNG, TIF, GIF, Animated GIF
DVD (Single/Double sides) (Single/Double layers), DVD-R/RW, DVD+R/RW, CD-RW, CD-R, VCD, DivX 4.02 or 
above without QPEL and GMC, MPEG-4 ISO, CD, CD-DA, MP3, WMA (8.0) or above, Picture CD

Upto 1920*1080 (1080i)

Upto 2048*1532

LAN, Wi-Fi

Wi-Fi Security SSID (64 characters max), WEP Key (64 bit, 128 bit) (* note 2)
Wi-Fi Access Method Infrastructure, Adhoc
UPnP

Type-A Connetor,  USB 1.1 (12 Mbps) ,  USB 2.0 (480 Mbps)

USB HDD, Thumb Drive, MP3 Player, Media Reader (CF, Micro Drive, Memory Stick (Pro), Smart Media, MMC, SD, 
xD)

Snazzi* Net Cinema for PC Windows  included
Snazzi* Net Cinema for Mac  included
Snazzi* Net Cinema for Linux  (contact Support)
SnaZio* Studio NAS HD (with built in Net Cinema Media Server  - operates  as a standalone server)


